**SPECIFICATIONS: OG-750**

- **OXYGEN OUTPUT**: 750 SCFH @ 45 PSI
- **OXYGEN DEWPOINT**: -100 °F (-73 °C)
- **OXYGEN PURITY**: 93 % ± 3 %
- **AIR INLET**: 1" MNPT BULKHEAD
- **OXYGEN OUTLET FITTING**: CGA 024 (OXYGEN C FITTING)

**FEED AIR REQUIREMENTS**

- 133 SCFM (AVG. FLOW) at 90 PSIG INCOMING PRESSURE
- 3.10 Nm³ (AVG. FLOW) @ 621 kPa

**AIR QUALITY REQ**

- ISO 8573.1 CLASS 1.4.1 MINIMUM (SEE BELOW)

**SOUND LEVELS**

- STANDARD (WITHOUT COVER): 70 dBA @ 1 M
- STANDARD (NO COVER, NO FEET): 4000 LB (1814 KG)

**POWER REQUIREMENTS**

- STANDARD (NORTH AMERICA): 115 VAC, 60 HZ, SINGLE PHASE, 1.0 A
- OPTIONAL (INTERNATIONAL): 230 VAC, 50 HZ, SINGLE PHASE, 0.5 A
- RESPONSE TIME: APPROXIMATELY 3 CYCLES TO ATTAIN MAXIMUM CONCENTRATION/PURITY AFTER INITIAL START-UP OR EXTENDED SHUTDOWN

**DIAMETERS**

- STANDARD: 55 IN x 48 IN x 91 IN (WxDxH)
- APPROXIMATE WEIGHT: 4000 LB (1814 KG)

**OXYGEN OUTPUT**

- 750 SCFH @ 45 PSI

**OXYGEN DEWPOINT**

- -100 °F (-73 °C)

**POWER CORD**

- STANDARD (NORTH AMERICA): 115 VAC, 60 HZ, SINGLE PHASE, 1.0 A
- OPTIONAL (INTERNATIONAL): 230 VAC, 50 HZ, SINGLE PHASE, 0.5 A

**AIR QUALITY REQ**

- ISO 8573.1 CLASS 1.4.1 MINIMUM (SEE BELOW)

**AIR INLET**

- 1" MNPT BULKHEAD

**OXYGEN OUTLET FITTING**

- CGA 024 (OXYGEN C FITTING)

**SOUND LEVELS**

- STANDARD (WITHOUT COVER): 70 dBA @ 1 M
- STANDARD (NO COVER, NO FEET): 4000 LB (1814 KG)

**POWER REQUIREMENTS**

- STANDARD (NORTH AMERICA): 115 VAC, 60 HZ, SINGLE PHASE, 1.0 A
- OPTIONAL (INTERNATIONAL): 230 VAC, 50 HZ, SINGLE PHASE, 0.5 A

**AIR QUALITY REQ**

- ISO 8573.1 CLASS 1.4.1 MINIMUM (SEE BELOW)

**OXYGEN PURITY**

- 93 % ± 3 %

**AIR PRESSURE DEWPOINT**

- -100 °F (-73 °C)

**OXYGEN OUTLET FITTING**

- CGA 024 (OXYGEN C FITTING)

**POWER REQUIREMENTS**

- STANDARD (NORTH AMERICA): 115 VAC, 60 HZ, SINGLE PHASE, 1.0 A
- OPTIONAL (INTERNATIONAL): 230 VAC, 50 HZ, SINGLE PHASE, 0.5 A

**AIR QUALITY REQ**

- ISO 8573.1 CLASS 1.4.1 MINIMUM (SEE BELOW)

**OXYGEN PURITY**

- 93 % ± 3 %

**AIR PRESSURE DEWPOINT**

- -100 °F (-73 °C)

**OXYGEN OUTLET FITTING**

- CGA 024 (OXYGEN C FITTING)

**POWER REQUIREMENTS**

- STANDARD (NORTH AMERICA): 115 VAC, 60 HZ, SINGLE PHASE, 1.0 A
- OPTIONAL (INTERNATIONAL): 230 VAC, 50 HZ, SINGLE PHASE, 0.5 A

**AIR QUALITY REQ**

- ISO 8573.1 CLASS 1.4.1 MINIMUM (SEE BELOW)

**OXYGEN PURITY**

- 93 % ± 3 %