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CYLINDER

OGSI o�ers a complete line of cylinder �lling 
plants [CFP�s].  �ese plants can be designed to 
produce oxygen up to 95% purity for most 
oxygen applications, including breathable 
hospital requirements.

�e oxygen purity from OGSI plants is 
typically at 93%, with the balance being even 
amounts of nitrogen and argon.  Our standard 
oxygen purity meets the medical requirements 
of the US Pharmacopeial Convention [USP], 
Canadian Standards Association [CSA], and 
ISO 10083 [European] speci�cations.  CFP 
output levels of CO and CO2 are far below 
allowable limits.  Instrumentation and alarms 
for O2, CO and CO2 levels are included with 
most CFPs*.

OGSI CFP�s include all the support equipment 
required such as air compressors, air dryers and 
oxygen compressors for complete turnkey 
systems.  All models are factory tested, and 
most are skid mounted.  �ese plants are 
designed to be shipped in standard 20 or 
40-foot ocean containers for worldwide transit.  
Onsite commissioning and training is available 
from an OGSI engineer.  Electrical power and 
an enclosure for the plant are all that is 
required at the customer�s site to get started.

Complete CFP�s that are capable of �lling 1 to 
180 cylinders per day are currently available in 
[11] standard sizes.  �e cylinder size 
referenced is *6m3 size [K or H size] oxygen 
cylinders.  Custom sizes available.

* Consult Factory for
   availability on each model.
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FILLING PLANTS [CFP’S]

Dimensions (length, width, and height) are measured in US inches.
Weight is measured in US pounds (lbs).

CYLINDER FILLING PLANT SIZES
MODEL CYLDRs/

DAY
LENGTH

(IN.)
WIDTH

(IN.)
HEIGHT

(IN.)
WEIGHT

(LBS.)

CFP-100

CFP-175

CFP-250

CFP-375

CFP-500

CFP-650

CFP-1000

CFP-1250

CFP-1800

8

10

20

37

50

60

100

120

180

104

104

104

104

144

144

144

144

336

82

82

82

82

82

82

82

82

82

75

86

90

93

93

91

124

135

124

5,600

6,000

6,900

6,900

9,000

11,700

14,500

15,500

20,050

Model CFP-650






